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ETOZ FULLY SYNTHETIC ENGINE OIL   
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

* Values Shown Here Are Typical And May Vary. 

Product Data Sheet 

SAE Unit 5W/40 

Density@ 15 ° C     ASTM D4052 kg/L 0.8544 

Kinematics Viscosity   

 @ 40 ° C    ASTM D 7042 cSt 81.50 

 @ 100 ° C   ASTM D 7042 cSt 13.67 

Viscosity Index      ASTM D 7042 - 172.2 

Total Base Number  ASTM D 2896 mgKOH/g 6.14 

Flash Point         ASTM D 92 ° C        214 

Pour Point          ASTM D 97 ° C        -9 

 ETOZ Fully Synthetic Engine oil SAE 5W40 is a top of the range, fully-synthetic multigrade 
and multipurpose automotive engine oil specifically formulated for use in gasoline passenger and 
racing cars, vans and light trucks beginning with 2001 models of almost all makes of cars be they 
American, European or Japanese.  

The unique enduring characteristics of ETOZ engine oil are derived from the fully synthetic 
base oil which can withstand high temperature variations for a long time and specially selected 
additives that impart characteristics and properties well above the requirement of the highest 
gasoline specifications. 
  

- Highest possible engine protection with stable protective film, even beyond extreme operating 
temperatures. 
- Excellent sludge and oxidation resistance. 
- Low volatility and evaporation loss. 
- Resistance to deterioration, especially that caused by oxidation. 
- Superior cold start performance and efficient cold engine lubrication. 
- Reduce fuel consumption. 

  Certificate of Analysis :- 

  Benefits: 

  Description : 

Meet or surpasses the requirements of the following classifications or standards: 
1. API SM / CF 

  Standards: 

Precautions 

ETOZ Engine Oil is manufactured from high quality petroleum base stocks, blended with quality additives. As with all petroleum 

products, good personal hygiene and careful handling should always be practiced. Avoid prolonged contact to skin, splashing into 

eyes, ingestion or vapor inhalation. 


